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The CNG compressors  
of J.A. Becker & Söhne are  
versatilely applicable and ready  
to accept any challenge. 

Fields of application are e.g. 
 CNG filling stations for passenger  

 cars, trucks and busses
 supply of test benches for  

 function tests or compression 
 compression and injection of  

 biogas into the gas network
 thermal deburring
 leakage gas suction at  

 process gas compressors

Gas proof 
shaft seal
No leakage

Directly coupled
Energy-efficient, 
without belt losses

Special treated cylinders 
Minimum oil consumption, 
blow-by and wear

Pressure switches 
instead of safety valves
No gas leakage, 
less tubing

Maintenance-free 
separator
No costs for 
maintenance

Full automatic 
discharge
Without additional 
solenoid valves

Vibration-free 
three-point-assembly
No foundation 
needed

High efficient cooling
Low intermediate and 
outlet temperature

Oil Pressure lubrication 
with oil pressure control
Durability

Crank drive with 
resilient quality 
bearings
For continuous 
operation, durable

CNG
COMPRESSORS
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1)  Acc. to ISO 1217 ref: 1.013 bar(a) 20°C   Medium: Air 
2) Correction factor CNG = Air * 0,9

TECHNICAL DATA CNGCOMPRESSORS

Type Inlet pressure Volume flow rate 1) 2) Max. operating pressure
Pressure
stages

Cylinders
Electric 
motor

Revolutions Length Width Height

bar kPa PSI l/min m³/h cfm bar MPa PSI kW rpm mm mm mm

SV 125/40 NG
0,02 2 0,3 125 7,5 4,4

40 4,0 580 2 2 1,9 1000 636 495 596
0,3 30 4,4 150 9,0 5,3

SV 200/40 NG
0,02 2 0,3 200 12,0 7,1

40 4,0 580 2 2 3,6 1500 636 495 596
0,3 30 4,4 240 14,4 8,5

SV 245/40 NG
0,02 2 0,3 245 14,7 8,7

40 4,0 580 2 2 4,4 1500 650 495 596
0,3 30 4,4 290 17,4 10,2

SV 1100/60 NG
0,02 2 0,3 1100 66,0 38,8

60 6,0 870 3 3 24 1500 1460 870 970
0,3 30 4,4 1400 84,0 49,4

SV 1400/60 NG
0,02 2 0,3 1420 85,2 50,1

60 6,0 870 3 3 30 1500 1500 870 970
0,3 30 4,4 1810 108,6 63,9

SV 225/300 NG
0,02 2 0,3 222 13,3 7,8

300 30 4351 3 3 6,8 1500 820 640 650
0,3 30 4,4 283 17,0 10,0

SVC 325/300 NG
0,02 2 0,3 325 19,5 11,5

300 30 4351 4 4 15 1500 1340 830 860
0,3 30 4,4 414 24,8 14,6

SVC 450/300 NG
0,02 2 0,3 454 27,2 16,0

300 30 4351 4 4 15 1500 1340 830 860
0,3 30 4,4 579 34,7 20,4

SVD 700/300 NG
0,02 2 0,3 714 42,8 25,2

300 30 4351 4 4 24 1500 1400 780 895
0,3 30 4,4 910 54,6 32,1

SVB 950/300 NG
0,02 2 0,3 956 57,4 33,8

300 30 4351 4 4 30 1500 1585 1025 1095
0,3 30 4,4 1430 85,8 50,5

SVB 1100/300 NG
0,02 2 0,3 1102 66,1 38,9

300 30 4351 4 4 30 1500 1585 1025 1095
0,3 30 4,4 1404 84,2 49,6

SVB 1300/300 NG
0,02 2 0,3 1418 85,1 50,1

300 30 4351 4 4 36 1500 1600 1050 1150
0,5 50 7,3 2085 125,1 73,6

SVB 1300/300 NG1
0,5 50 7,3 1937 116,2 68,4

300 30 4351 4 4 36/40 1500 1600 1050 1150
0,9 90 13,1 2453 147,2 86,6
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